
 Hose inner fluid contact surface
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H Helium gas ◎ ◎ － － －
Heptane － × － ◎ ◎
Hexaldehyde × － ◎ ◎ －
Hexan × △ × ◎ ◎
Hexyl alcohol △ ○ ○ ◎ －
High-test hypochlorite (Calcium hypochlorite) [20%] ◎ ◎ ○ ◎ －
Hydraulic oil △ － × ◎ －
Hydrazine － △ △ ◎ －
Hydrobromic acid [20%] △ ◎ － ◎ －
Hydrobromic acid [20% 70℃ ] △ ◎ － ◎ －
Hydrobromic acid [37%] × ◎ × ◎ －
Hydrochloric acid [10%] ○ ◎ ○ ◎ ◎
Hydrochloric acid [20%] ○ ◎ ○ ◎ △
Hydrochloric acid [20% 80℃ ] × ○ × ◎ ×
Hydrochloric acid [38%] △ ◎ × ◎ ×
Hydrofluoride [10%] ○ ◎ － ◎ －
Hydrofluoride [40%] × ◎ × ◎ －
Hydrogen fluoride － － － ◎ －
Hydrogen peroxide [5%] ○ ◎ ◎ ◎ ◎
Hydrogen peroxide [5% 50℃ ] ○ ◎ ◎ ◎ ○
Hydrogen peroxide [30%] ○ ◎ ◎ ◎ ○
Hydroquinone ○ ◎ － ◎ －
Hypochlorous acid ○ ◎ × ◎ －

I Isobutyl alcohol × ◎ ◎ ◎ －
Isooctane × － × ◎ ○
Isopropyl alcohol × ◎ ◎ ◎ －

K Kerosene (Lamp oil) △ △ × ◎ ○
Kerosene (Light oil) × △ × ◎ ○

L Lacquer × △ × ◎ －
Lactic acid ○ ◎ ◎ ◎ ○
Lamp oil (Kerosene) △ △ × ◎ ○
Lard △ ◎ ○ ◎ ○
Lead acetate ○ ◎ × ◎ ○
Linolenic acid ○ ◎ ◎ ◎ －
Linseed oil △ ◎ ◎ ◎ ○
Liquid ammonia ○ △ ◎ ◎ －
Liquid chlorine × × － ○ －
Lubricant △ ○ × ◎ －
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